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ELECTRICAL CHARACTERISTICS:

CINTACT CURRENT RATING: 1 AMPERES.
DIELECIRIC WITESTANDING WOLTAGE: &C 500V R.M.S
INSTLATION RESISTANCE: soommsummuﬂrncsmw
OONTACT RESISTANCE: 30 MILLIOHMS WAXINIM.

OPERATING TEMPERATURE: -~55C T0 10C.
MECHANICAL CHARACTERISTICS:
. B ' CONTACT INSERTION RORCE: KG MAXTMO.
: QONIACT SEPARATION PORCE; EG MINIMIM,
. i
| X RiE MATERIALS:
g OPTION: CONTACT: ERASS..
Al NUTUP B NUT DOWN INSILATCR: P.B.T. UL 94-VO RATED.
, — S, (0D POUIED STEHL.
I
1T L FINISHES:
5.9 L CONTACTS:GOLD FLASHED.
{ : 133 | “HYE0UOHEE] SHE] L :NICKHL, TIN, ZINC PLATED.
| ) | ) ,
1 PART_NO.| A 15| B 1sn| C 145 D 102 E s08] F 10| G 0] Huar] 1 s 15
paesForxoo | 30.84 24.9816.3 7.9 |14.9 125 |277 | 284
DBA5FO1X00 | 30,14 33.3224.66 7.8 | 14.9 125 1277 [2.84
DB19Fo1X00 | 44.8 138861300 | 7.9 l140 125 12.77 {2.84
pB23Foixog [ D0.3 (443 353} 7.9 {1490 125 {277 12.84 DWG NO. PART NAME
 DBasFO1x00 {53.04{ 47.04] 38.38 7.9 {149 125 1277 j2.84 HC-002 D-SUB SOIDER (F}
DB37Fo1Xeo | 69.320 655 |54.84 7.9 |149 125277 12.84 B AD 5N i:1 am | 86.03.10
DBSOFOIX00 | 66.9 61.11{52.43 10.74] 14.9 15.372.77 | 2.84 ae | Kond (3| mm |wm E




